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Step 1

Connect the Base and Pole
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« slide the Oval Plate (#G) directly over the grommet bolt as shown.

* If your desktop has an existing grommet hole between 0.4”-2.4” in diameter, with a desk thickness of

0.4”-1.6" then it is ready for installation.

* Ifno grommet hole exists in the desktop or not in the required location, then one will need to be drilled.

Use a 3/8” (10mm) drill bit to drill a hole through your desktop. The desktop must be between 0.4”-1.6”

thick.

Desktop with Existing Grommet Hole.
(6 3/8")

210-60mm

@0.4"-2.4"

0.4"-1.6" 0.4"-1.6"
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+ Place the pole over the grommet hole and install the grommet handle through the underside of the

desk then tighten the handle until the mount is secure.
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Step 2 1

Prepare the Monitor Arms ¢ Position the Monitor Arms at the desired height and tighten the bolt on the rear using 6mm Hex
Wrench (#N) until secure.and unscrew the bolt and nuts.

You will need to position

the VESA Mounts to an

UP position. To do that

insert the VESA plate

and rotate it to an

upright position as

shown. When complete,

remove the VESA

plate and proceed to

the next step.
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Step 3 Step 5

Attach the VESA Mounts to the Monitors Cable Management
¢ Select the appropriate size mounting bolt (Select one size #M-A, or #M-B) and washer (#M-C) for your

» Route the cables through the cable clips on the arms, and down through the clip on the pole.
display’s mounting holes and verify the length of the VESA bolt is not too long. If you are unsure of the 9 P 9 P P
correct bolt size for your display refer to your display's user manual or contact the display’s manufacturer

for sizing information Attach the VESA Plates (#A) using the selected bolts and tighten until secure. Do
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Step 4

Attach the Monitors to the Arms

* Slide the VESA plates onto the ends of the monitor arms. Hold the opposite arm when attaching the

monitors to balance the mount.

¢ Secure the center plate using the preinstalled bolt.

¢ Secure the outer anns using the preinstalled nuts.

Step 6

Range of Motion

CAUTION: DO NOT use the display beyond the range shown here to avoid tipping.
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Step 7

Final Adj ustments * To level the height of the monitors, Please using a hex wrench rotate the nut clockwise to lower
or counterclockwise to raise. lift the monitor slightly with your otherhand while rotating the nut. nut

CAUTION: If the display does not stay in position when tilted, or is too difficult to move, adjust the can also be adjusted with a hex wrench (not provided) .
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¢ The screens can be turned side to side and rotated to be used in portrait or landscape orientation.

Store the Hex Wrenches (#M,N) in the slots provided in Cable Clip (#1) for use when needed.
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Visit us at www.mount-it.com for product registration and warranty information.

Our US based customer service team is & support@mount-it.com
standing by to answer any questions you

have about your Mount-It! product.

O (855) 925-5668
Available by phone Monday - Friday from

5:00am to 5:00pm PST.

Chat live with an agent on our website! ®, www.mount-it.com


