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Step 1a

Drywall Installation Option

¢ Position the assembled wall bracket on the wall at the desired height, ensuring it is level.

e Using a hammer, insert the Drywall Nails (#D) through the appropriate slots and into the wall.

¢ Ensure the drywall thickness is at least 0.4 inches (10mm) or greater.

WARNING: Ensure the bracket is properly leveled before securing all nails, as adjustments will

be difficult afterward.
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Step 1b

Wall Stud Installation Option

* Use a stud finder to locate two adjacent wall studs and mark their centers.

* Position the assembled wall bracket on the wall at the desired height, ensuring it is level and aligned

with the marked stud centers.

* Drill pilot holes into the studs using a 3/16-inch (@4.5mm) drill bit to a depth of 2.2 inches (55mm).

* Secure the wall bracket using Lag Screws (#W-A) and Washers (#W-C), tightening them firmly into

the studs.

WARNING: Do not use wall anchors for stud installations. Lag screws must be secured directly

into the wooden studs for maximum stability.

ce & cc

4.5mm
GSS (@3/16")

i >| 55mm (2.2) |

:
ra

w-A)

MOUWT-IT!



Step ic

Solid Wall Installation Option

¢ Position the assembled wall bracket on the wall at the desired height, ensuring it is level.

¢ Mark the drill hole locations on the wall using the bracket’s mounting slots as a guide.

* Drill pilot holes using a 3/8-inch (010mm) masonry drill bit to a depth of 2.4 inches (60mm).

* Insert the Concrete Anchors (#W-B) into the drilled holes until they are flush with the wall surface.

¢ Secure the wall bracket using Lag Screws (#W-A) and Washers (#W-C), tightening them firmly into

the wall anchors.

WARNING: Do not drill pilot holes into mortar joints, such as between bricks. Always drill directly

into solid concrete, brick, or block for a secure installation.
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Step 2

Attach TV Mounting Brackets and Leveling Pads to TV

* Position the Bracket Connector (#B) over the upper VESA holes on the back of the TV.

¢ Position the Leveling Pads (#C) over the lower VESA holes on the back of the TV.

* Select the appropriate Bolts (#M-A, M-B, M-C, or M-D) and Washers (#M-E) for your TV’s mounting

hole depth. If necessary, use the Spacers (#M-F or M-G) to adjust the bolt length. Multiple spacers can

be combined to achieve the required length, ensuring a secure fit without over-tightening.

* Secure the Bracket Connector (#B) and Leveling Pads (#C) to the TV using the selected hardware,

tightening the bolts firmly.

WARNING: Ensure the mounting bolts are the correct length. Bolts that are too long may damage

the TV, while bolts that are too short may not provide a secure hold.
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Step 3

Hang the TV onto the Wall Bracket

¢ Ensure the latches on the Bracket Connector (#B) are in the raised “Locked” position before

Step 4

Removing the TV from the Wall Bracket

¢ Firmly pull down on both release straps to disengage the latches. The latches will remain in the

hanging the TV. lowered “Unlocked” position.

¢ With assistance, carefully lift the TV and hook the Bracket Connector (#B) onto the installed wall ¢ With assistance, carefully lift the TV up and away from the wall bracket to detach it.

bracket. The latches will snap into place over the bottom of the wall bracket. Note: After the TV is removed, pressing the latches by hand will automatically return them to the

« Adjust the pull straps by shortening them to keep them hidden behind the TV after installation. “Locked” position for reinstallation.
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Visit us at www.mount-it.com for product registration and warranty information.

Our US based customer service team is

standing by to answer any questions you

have about your Mount-It! product.

Available by phone Monday - Friday from

5:00am to 5:00pm PST.

Chat live with an agent on our website!

—" support@mount-it.com

O (855) 925-5668
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