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Step 1

Remove the Decorative Covers

¢ Remove the covers from the interior of the Horizontal Rails (#C) by pushing the cover out from the back

of the rail using a Hex Wrench or other tool.

Step 2

Assemble the Wall Plate

¢ Attach the Horizontal and Vertical Rails (#C and #D) together in the orientation shown here, using the

Bolts (#F). Tighten the bolts until secure using the 4mm Hex Wrench (#G).
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* Mark the center of the holes through the wall plate in the center of each stud.

* Remove the mount from the wall and drill holes in the 6 marked locations using a 3/16” drill bit (4.5mm)

to a depth of 2.2” (55mm).
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* Secure the wall plate to the wall using the Lag Screws (#W-A) and Washers (#W-C). Tighten the screws ¢ Mark the center of the holes through the wall plate in the locations shown.

until secure. ¢ Remove the mount from the wall and drill holes in the 6 marked locations using a 3/8” drill bit (10mm) to

a depth of 2.4” (60mm).

Note: Do not drill mounting holes into mortar (such as between bricks or stones) only drill and

install into solid stone or concrete surfaces.
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Step 3b

Concrete/Brick Installation Option

° Hold the assembled wall plate to the wall in the desired mounting location. Use the Bubble Level (#E) * Clear dust or debris from the holes and insert the Concrete Anchors (#W-B) into all holes. Secure the
to ensure that the mount is level. wall plate to the wall using the Lag Screws (#W-A) and Washers (#W-C). Tighten the screws until secure.
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Step 4 Step 6

Reinstall the Decorative Covers Attach the VESA Brackets to the TV

¢ Press the decorative covers back into place in the center of the horizontal rails. ¢ Select the appropriate size mounting bolt (Select one size #M-A, M-B, M-C or M-D) and washer (#M-E)

: for your display’s mounting holes and verify the length of the VESA bolt is not too long. If you are unsure

of the correct bolt size for your display refer to your display’s user manual or contact the display’s

manufacturer for sizing information. If necessary, use the included spacers (#M-F, M-G) between the

mount and the screen as shown above to adjust the length of the mounting bolt.

¢ Attach the left and right VESA Brackets (#A and #B) to the TV as shown using the selected bolts.

Step 5

Extend the VESA Brackets x 7 Gel
Too Long __ Too Short

¢ Grab each side of the VESA Brackets (#A and #B) and pull to extend them to fully access the mounting

holes.
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Step 7

Hang the TV on the Wall Mount

¢ It is recommended that you use the assistance of a second person for this step. Hang the TV on the

wall mount as shown so that the top of the VESA brackets hook onto the top of the wall mount, then

lower the bottom end of the TV down into place, while pulling down on the release cord until it is in place.

* To remove the TV, pull the release cord down, then lift the TV up and away from the wall.

¢ The screen can be tilted +10°~-15° and swiveled +10°.
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Note: If desired a padlock (not included)

= can be attached to lock the brackets in

place.
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Note: If needed, loosen/tighten the

bolts and nuts shown here to adjust

the movement of the tilt function. This

adjustment is typically not required.
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Tilt

Note: To adjust the height or level of the

screen, adjust the bolts on top of the brackets

to raise and lower the screen. Adjust one side

to change the level, and adjust both sides

evenly to change the height.
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Swivel

* The screen can be tilted +10°~-15° and swiveled +10°.

Extends and tilts for easy

access to the cables.
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Visit us at www.mount-it.com for product registration and warranty information.

Our US based customer service team is

standing by to answer any questions you

have about your Mount-It! product.

Available by phone Monday - Friday from

5:00am to 5:00pm PST.

Chat live with an agent on our website!

—" support@mount-it.com

O (855) 925-5668
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