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Check carefully to make sure there are no missing or defective parts. Some hardware provided may not
be used. Use the correct mounting hardware suitable for your installation.

CHOKING HAZARD. Package includes small parts.
Not for children under 3 years. Adult supervision is required.

Missing Parts? Call us at (855) 925-5668 and we will ship replacement parts free of c|

DIMENSIONS & WEIGHT CAPACITY

o1
Rated weight capacity is 88Ibs/40kgs for
ol each screen.
Caution:
Ensure all mounting surfaces are capable
of holding the weight of your mount.
DO NOT EXCEED MAXIMUM LISTED
. WEIGHT CAPACITY.
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Step 2a
Tools Required - Not Included Mounting to a Wood Joist

« Use a stud finder to locate the center of the ceiling joist. Center the Mounting Template (#C) on the joist
@ and mark the hole locations with a pencil.

« Drill pilot holes at the marked locations using a 1/4” (6mm) drill bit to a depth of 3.5” (90mm).
« Position the Ceiling Bracket (#A) over the drilled holes. Secure it using the Lag Screws (#W-A) and

Washers (#W-C). Tighten until the bracket is fully secured against the ceiling surface.
step 1 « Slide the Bracket Cover (#B) to the top of the pole and rotate it clockwise until it locks into position on
the ceiling bracket.

Attach the Upper Pole to the Ceiling Bracket

- Slide the Upper Pole (#D) into the Ceiling Bracket (#A) in the orientation shown.

« Insert the M8x65 Top Connection Bolts (#0) through the aligned holes in the Ceiling Bracket (#A) and
Upper Pole (#D).

« Install the M8 Nuts (#P) onto the ends of the bolts and tighten them using the 10—13mm Wrench (#S)
and the 5mm Hex Wrench (#R).

« Tighten the two pre-installed set bolts on both sides of the Ceiling Bracket (#A) using the 5mm Hex
Wrench (#R) to lock the Upper Pole (#D) in place.
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Step 2b
Mounting to Concrete or Brick

« Place the Mounting Template (#C) in the desired location on the ceiling. Mark the 4 hole locations with
a pencil.

« Drill holes at the marked locations using a 1/2” (12mm) drill bit to a depth of 3.7" (95mm).

« Insert the Concrete Anchors (#W-B) into each hole.

« Position the Ceiling Bracket (#A) over the drilled holes. Secure it using the Lag Screws (#W-A) and
Washers (#W-C). Tighten until the bracket is fully secured against the ceiling surface.

« Slide the Bracket Cover (#B) upward over the pole and rotate it clockwise to lock it into place beneath
the Ceiling Bracket (#A).
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Step 3
Install the Center Bracket and Adjust Pole Height

1. Attach the Center Bracket to the Lower Pole

« Slide the Center Bracket (#H) onto the end of the Lower Pole (#E), ensuring the arrow on the bracket
points upward toward the top of the pole.

« Allow the Center Bracket to rest against the bottom of the Lower Pole.

« Tighten the pre-installed set bolt on the Center Bracket (#H) using the 5mm Hex Wrench (#R) until fully
secured.

2. Attach the Lower Pole to the Upper Pole

« Insert the Lower Pole (#E) into the Upper Pole (#D) and move it to the desired mounting height.

« Align the holes on both poles, then insert the M8x55 Height Adjustment Bolts (#N) through the poles.
* Install the M8 Nuts (#P) on the opposite side and tighten them using the 10-13mm Wrench (#S) and
the 5mm Hex Wrench (#R).
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Step 4
Install the Sliding Brackets

« Position a Sliding Bracket (#J) in front of each Center Bracket Arm (#1), ensuring the arrow on the
Sliding Bracket (#J) is pointing upward toward the top of the pole.

- Slide each Sliding Bracket (#J) fully onto its Center Bracket Arm (#l), moving it inward until it reaches
the end of the arm. The front face of the Sliding Bracket, the side with the mounting plate, must face
forward, toward the front of the installation.

+ Once positioned, install the Sliding Bracket Knobs (#K) to secure each Sliding Bracket in place.
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Step 5
Attach the Bracket Arms

« Slide each Center Bracket Arm (#l) onto the ends of the Center Bracket (#H) until the mounting holes
align, then install the bolts to secure them in the following order:
1. Insert the M6x8 Bolt (#M) into the top hole of each arm and tighten partially using the 4mm Hex
Wrench (#Q).
2. Insert the M6x8 Bolts (#M) into the rear holes and tighten them fully using the 4mm Hex Wrench (#Q).
3. Return to the top bolt and tighten it fully.
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Step 6
Assemble the TV Plates

« Slightly loosen the pre-installed bolts on the front of each TV Plate (#F) using the 4mm Hex Wrench (#Q).

« Insert the TV Plate Arms (#G) into the channels on the TV Plate, aligning the mounting holes.

« Install the M6x8 Bolts (#M) through the aligned holes and tighten them fully using the 4mm Hex Wrench (#Q).
Then retighten the pre-installed bolts.

« Turn the TV Plates over and partially loosen the two upper nuts. Then fully remove the lower nut from the
bottom bolt, as shown in the diagram.
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Step 7
Hang and Level the TV Plates

« Lift each TV Plate (#F) and hang it onto the Sliding Bracket (#J) using the two upper bolts and nuts that
were loosened in the previous step.

« Reinstall the lower nut onto the bottom bolt of the TV Plate (#F).

« Adjust all three nuts on each bracket to level the TV Plates before fully tightening them.
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Step 8
Attach the VESA Brackets to the TV

« Select the appropriate size mounting Bolt (#M-A though M-D) and Washer (#M-E) for your TVs mounting

holes and verify the length of the VESA bolt is not too long. If you are unsure of the correct bolt size for your

display refer to your TV user manual or contact the TV manufacturer for sizing information. If necessary,
use the included Spacers (#M-F, M-G) between the mount and the TV as shown to adjust the length of the
mounting bolt. Multiple spacers can be used in combination to achieve the desired bolt depth.

Too Long  Too Short
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Step 9
Hang the TV and Secure the VESA Brackets

« With two people, lift the TV and hook the VESA Brackets (#L) onto the horizontal bars of the TV Plates
(#F), ensuring both brackets are fully seated on the bars.

- Tighten the security bolt at the bottom of each VESA Bracket (#L) until it lightly contacts the lower bar.
This prevents the TV from being lifted off the mount. Do not overtighten the security bolt; it only needs to
touch the bar to secure the TV in place.
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Step 10
Final Adjustments

« Left/Right Swivel: Loosen the set bolt on the back of the Center Bracket (#H) using the 5mm Hex
Wrench (#R) to allow the entire mount to swivel left or right. Tighten to bolt to hold it in position.

« Tilt Adjustment: If the TVs do not tilt by hand, slightly loosen the side bolts on the Sliding Brackets (#J).
Tilt each TV to the preferred viewing angle, then re-tighten the bolts.
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Note: If the display Note: Loosen the screws

does not stop at your as shown and adjust the

desired position, adjust display to the desired

the screws using the angle, then tighten the
tools as shown. screws.

« Horizontal Positioning: Loosen the Sliding Bracket Knob (#K) on the back of each Sliding Bracket (#J).
Slide each TV left or right along the horizontal bar to center or align the displays, then tighten the knob to
lock the bracket in place.

« Level Adjustment: Loosen the nuts on the back of each Sliding Bracket (#J), adjust the TV until it is level,
then tighten the nuts to secure the position.
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Note: Loosen the screws
as shown and adjust the

Note: If the display does

not stop at your desired display to the desired N
position, adjust the knobs angle, then tighten the
as shown. screws. 30 43
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Visit us at www.mount-it.com for product registration and warranty information.

Our US based customer service team is a support@mount-it.com
standing by to answer any questions you
have about your Mount-It! product.

Q (855) 925-5668

Available by phone Monday - Friday from
5:00am to 5:00pm PST.

Chat live with an agent on our website! g www.mount-it.com



